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VERTICAL CURVE

PROFILE GRADE

TOP OF CURB

FACE OF CURB

1.

1

DR-2

3

2

4

DR-2

DR-2DR-2

DR-2

SHADED AREA REPRESENTS APPROXIMATE

LIMITS OF PAVEMENT DEPRESSION

FLOW

FLOW

4’ NORMAL SHOULDER

GRADE

PAVEMENT DEPRESSION

2.

3.

TOP OF GRATE ELEV. TO BE 1" BELOW

NORMAL ELEV. AT > OF GRATE

ALL DIMENSIONS ARE NOMINAL

USE WITH TYPE "A" FRAME

FREE OPEN AREA = 1.5 S.F.

TO BE USED ON STEEP GRADES WHERE 

HIGH CAPACITY IS NEEDED AND BICYCLE 

TRAFFIC IS ANTICIPATED.

1 3/4 "1.

2.

3.

4.
1.

2.

GRATE SHALL BE PLACED 1" BELOW AND

PARALLEL TO THE NORMAL PAVEMENT GRADE

FRESHLY PLACED PAVEMENT SHALL BE REMOVED

BEFORE COMPACTING DEPRESSED AREA

DRAIN

ALL DIMENSIONS ARE NOMINAL

LABEL TYPE OF MANHOLE WITH

3" HIGH LETTERS IN THE CENTER

OF THE COVER

NORMAL GUTTER

GRADE

07-13-2001
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06-16-201006-16-2010
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3’

2’

B

A

A

24" DIA.

OR 24" SQUARE

12"

* 8" UNREINFORCED; 5" REINFORCED

GRATE & FRAME

SLOPE DRAINAGE

*

PRECAST DROP INLET

OPENING 14" DIA. OR

14" SQUARE

END SECTION FOR

12" PIPE

(SEE STANDARD

NO. ES-1)

(SEPARATE ITEM)

ELBOW
S

25^-2:1 SLO
PE

20^-3:1 SLO
PE

15^-4:1 SLO
PE

TYPE "A" FOR DI-D-A

  "  "B"  "  DI-D-B

  "  "E"  "  DI-D-E

  "  "F"  "  DI-D-F

PRECAST

DROP INLET

CONCRETE CLASS AA

BASE CAST-IN-PLACE

OR PRECAST

ALSO USED IN NON-CURB SAGS FOR 

SNOW CURB 

1.

2’ MIN.

5’ EXISTING

TOE OF SLOPE

VARIES

5’

2’ MIN.

1’

ITEM 585.3 - STONE FILL

CLASS "C" 1’ THICK

ITEM 593.421 - GEOTEXTILE

PERMANENT EROSION CONTROL,

CLASS 2 NON-WOVEN

V
A

R
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BITUMINOUS

CURB TYPE "B"

ITEM 585.3 - STONE

FILL CLASS "C"

1’ THICK X 5’ WIDE

STEEL

END SECION

ITEM 585.3 - STONE FILL CLASS "C"

1’ THICK X 5’ WIDE

ITEM 593.421 - GEOTEXTILE PERMANENT

EROSION CONTROL, CLASS 2 NON-WOVEN

ITEM 604.24X

APPROPRIATE STEEL

END SECTION

11-05-2010

11-05-2010


